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Lifting loops shall be 2 -L'9-270 ksi strands, as shown.
Non prestressing steel shall conform to ASTM A 706 (IL MOD), Grade 60.
The bearing seatl surfaces shall be adjusted by shimming to assure firm
and even bearing. Two g" fabric adjusting shims of the dimensions of the
Exterior Bearing Pad shall be provided for each beodring.
Keyway surfaces shall be cleaned fo remove form oil or other bond breaking
material prior o shipment of the beams. Cleaning shall be done by sandblasting
the keyway areas between fop of the beam and the boftom edge of the key.
Corrosfon Inhibitor, per Articles 1020.05(bX12) & 1021.06 of the Standard Specifications,
shall be used in the concrefe for precast prestressed concrete deck beams.
Required Release Strength, f'ci, shall be 4000 p.s.i.
See sheet 10 of 21 for location of rail inserts.
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LIFTING LOOP DETAIL
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PLAN 3-#4 U bars =
Each side
wres - ===
_ . , . H l 8 x 3-W2.5 x W5.5
Prestressing steel shall be uncoadted high strength, low relaxation 7-wire I y Wire Fabric. W5.5 vert.
strand, Grade 270. _.'.'.'.":__T.'Zl Fuil depth of beam.
The nominai diameter shall be >’ and the nominal cross-sectional area 1 15" Egch End.
shall be 0.153 sq. in. ‘ﬁ cl.
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SECTION THRU EXTERIOR BEAMS

See Section Thru Interior Beams for strand pattern,

dimensions and bar call outs.
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Notes:

The rall anchorage shall be cast with the beam
and the wearing surface shall be cast in the field.
Formwork necessary for the wearing surface
may be secured utilizing the boffom rail
anchorage inserts and/or additional inserts cast

inte the beam. Drilling into the beam will notf be

permitted.
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SECTION THRU INTERIOR BEAMS

L9 Strands, Fach Strand Stressed to 30,900 Lbs.
9-Strands 1% up, 4-Strands 3" up, 2-Strands 12" up

Note:
Place strands symmetrically
about § of beam.
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BILL OF MATERIAL

Precast Prestressed Concrete
Deck Beams (17" Depth)

Sq. Ft.
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SUPERSTRUCTURE DETAILS
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